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2 © Baxi Heating UK Ltd 2016

Natural Gas

Potterton Promax SL 12 Heat ErP
G.C.No 41 592 34
Potterton Promax SL 15 Heat ErP
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Potterton Promax SL 18 Heat ErP
G.C.No 41 592 36
Potterton Promax SL 24 Heat ErP
G.C.No 41 592 37
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permission of the copyright owner, except for permitted fair dealing under
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use, to the following address:

The Company Secretary, Baxi Heating UK Limited,
Brooks House, Coventry Road, Warwick. CV34 4LL

Full acknowledgement of author and source must be given.

WARNING: Any person who does any unauthorised act in relation to a
copyright work may be liable to criminal prosecution and civil claims for damages.

1.0 Operating the Boiler 3

2.0 Troubleshooting 4

3.0 Clearances 6

4.0 Care of the Boiler 7

5.0 Disposal 7

6.0 Legislation 8

7.0 Warranty & Service 9

8.0 ErP Information 11

9.0 Emergency 14

10.0 Notes 15

Section Page

Contents

0086
ISO 9001
FM 00866

The Benchmark Scheme

Baxi Heating UK Ltd is a licensed member of the Benchmark Scheme which aims
to improve the standards of installation and commissioning of domestic heating
and hot water systems in the UK and to encourage regular servicing to optimise
safety, efficiency and performance.

Benchmark is managed and promoted by the Heating and Hotwater Industry
Council. For more information visit www.centralheating.co.uk
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1.1 In Operation

1. The Potterton Promax SL Heat is a range of high efficiency
condensing boilers.

2. In common with other condensing boilers its exceptional
efficiency means the flue gases are cooled to such an extent
that steam is often visible at the outside flue terminal.

3. The amount produced depends on system design, product
use and outside air temperature but it is not harmful to the
individual or the working of the boiler in any way.

4. Other Controls
A Potterton Electronic Programmer or other type of clock
should have been fitted in your system, together with heating
and hot water controls. Full instructions on the use of these
controls will have been supplied with them.

1.2 To Light

1. Ensure that the main gas and electricity supplies to the boiler
are ON.

2. The fan will start to run and after a short period the ignition
spark will commence. Sparking will continue until the flame is
established then stop automatically. Check that a flame is
visible through the sight glass. 

Sight Glass
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Boiler not working

START

Make sure the gas
supply is turned ON
and check if other
gas appliances are
operating (e.g. fire,
cooker).

NO

If no gas, consult
your supplier.

Is there electricity to the
boiler ?

Check electrical supply to
boiler is switched on.

NO

YES
Ignition Spark will commence

Boiler operating 
satisfactorily.

NOYES

YES

YES Boiler fails to light ?

YES

Press the Reset Button

If boiler will not light.

CONTACT YOUR
INSTALLER OR

SERVICE
ENGINEER.

Boiler flame established
(Check that a flame is visible
through the sight glass)

Sight Glass

YES

Reset Button
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Is the Timer ON and
calling for heat ?

Is the Room Thermostat (if
fitted) set high enough ?

12
1

2
3

4

5
6

7

8
9

10

11

Typical 
examples of

external timer

Ensure timer is set for Central
Heating ON (see any

instructions supplied with timer)

NO

YES YES

NO

15
10

5

20

25

15
10

5

20

25

Turn Room Thermostat
to maximum setting

(typical example shown)

If you don’t know what you need to do
to get the boiler to light, or need help
with the system and controls, contact

your installer as soon as possible

CH ON CH OFF
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50mm

600mm

390mm

200mm

5mm Min5mm Min

5mm

500mm

For Servicing
Purposes

Fig. 1

Fig. 2
In Operation

At Least 1.5°

280mm

3.1 For your Safety

NOTE: Only qualified persons are authorised to
assemble, install and maintain the installation.

1. This appliance must have been installed in accordance
with the manufacturer’s instructions and the regulations
in force.

2. Any modification that may interfere with the normal
operation of the appliance without express written
permission from the manufacturer or his agent could
invalidate the appliance warranty. In GB this could also
infringe the Gas Safety (Installation and Use) Regulations.

3. Your boiler must not be operated without the casing
correctly fitted.

4. Do not interfere with any sealed components on this
boiler.

5. Take note of any warning labels on your boiler.

6. Your boiler should have the following minimum
clearances for Safety and Maintenance 
(Figs. 1 & 2):-

Top - 200mm
Bottom - 50mm
Left side - 5mm
Right Side - 5mm
Front - 5mm (In Operation)

- 500mm (For Servicing)

7. If your boiler is installed in a compartment, do not use
it for storage purposes. Do not obstruct any purpose
provided ventilation openings.

8. Flammable materials must not be stored in close
proximity to your boiler.

9. Avoid skin contact when your boiler is in operation, as
some surfaces may get hot e.g. pipework.

10. Ensure that the flue terminal, outside the house,
does not become damaged or obstructed, particularly
by foliage.

11. It is important that the condensate drain system is
not blocked, modified or damaged in any way as this
would affect the operation of your boiler. Your installer
should have insulated any exposed pipework.

GB - Heating Industry definition meaning England, Scotland,
Wales, Northern Ireland, Isle of Man and the Channel Isles
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4.1 Cleaning the Outercase

1. The painted panels should be wiped with a damp cloth and
then dried completely. DO NOT USE ABRASIVE CLEANING
AGENTS.

4.2 Frost Protection

1. The boiler does not have integral frost protection. It is
recommended that the installer fits a suitable protection device
to the system controls if required. For frost protection the
boiler must not be switched off at the isolation switch on the
wall.

5.1 Disposal and Recycling

NOTE: Removal and disposal of the boiler must be
carried out by a qualified person in accordance with
local and national regulations.

5.0 Disposal
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6.1       Installation, Commissioning, Service & Repair

1. This appliance must be install in accordance with the
manufacturer’s instructions and the regulations in force. Read
the instructions fully before installing or using the appliance.

2. In GB, this must be carried out by a competent person as
stated in the Gas Safety (Installation & Use) Regulations.

3. Definition of competence: A person who works for a Gas
Safe registered company and holding current certificates in the
relevant ACS modules, is deemed competent.

4. IN IE (Eire), this must be carried out by a competent person
as stated in I.S. 813 “Domestic Gas Installations”.

Lifting - This product should be lifted and handled by two
people. Stooping should be avoided and protective equipment
worn where necessary. Carrying & lifting equipment should be
used as required, e.g. when installing in a loft space.

All Gas Safe registered engineers carry an ID card with their
licence number and a photograph. You can check your
engineer is registered by telephoning 0800 408 5500 or online
at www.gassaferegistered.co.uk

The boiler meets the requirements of Statutory Instrument
“The Boiler (Efficiency) Regulations 1993 No 3083” and is
deemed to meet the requirements of Directive 92/42/EEC on
the energy efficiency requirements for new hot water boilers
fired with liquid or gaseous fuels:-

Type test for purpose of Regulation 5 certified by:
Notified Body 0086.

Product/Production certified by:
Notified Body 0086.
Ref: 86-BL-647

For GB/IE only.

6.2       Benchmark Commissioning Checklist

1. Please ensure that the installer has fully completed the
Benchmark Checklist on the inside back pages of the
installation instructions supplied with the product and that you
have signed it to say that you have received a full and clear
explanation of its operation. The installer is legally required to
complete a commissioning checklist as a means of complying
with the appropriate Building Regulations (England and
Wales).

2. All installations must be notified to Local Area Building
Control either directly or through a Competent Persons
Scheme. A Building Regulations Compliance Certificate will
then be issued to the customer who should, on receipt, write
the Notification Number on the Benchmark Checklist.

3. This product should be serviced regularly to optimise its
safety, efficiency and performance. The service engineer should
complete the relevant Service Record on the Benchmark
Checklist after each service.

4. The completed Benchmark Checklist may be required in the
event of any warranty work.
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7.1 General

To make sure your boiler warranty is activated and maintained,
it is essential that the:

1. Benchmark checklist is completed by your installer
2. Warranty is registered within 30 days
3. Boiler has an annual service

Please note that failure to adhere to terms and conditions will
make your warranty invalid.

7.2 Standard Warranty Terms and Conditions

Warranty Registration, Service & Repair

For full terms and conditions, visit www.baxi.co.uk/terms.

Benchmark Checklist
The Benchmark Checklist will be completed by your installer
and records that the boiler has been installed and
commissioned correctly. It can be found at the back of the
installation and service manual and should be kept in a safe
place for the life of the boiler. We will check that the
Benchmark Checklist has been completed on an in-warranty
visit.

Ways to register your warranty

If your boiler is eligible for an extended warranty, your installer
may register the product on your behalf and provide you with
the relevant documentation. Please check with your installer.

Should this not be the case, you can register your warranty
online at www.baxi.co.uk/registration
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Annual Service
A service must be completed every 12 months from the
date of installation to maintain your warranty. 

This service must be completed by one of the following:

• A Gas Safe registered installer/engineer
• Baxi Customer Support; call us 0344 871 1545

Please make sure that your engineer has logged the service
information at the back of the installation and service manual.
You will be asked for your service history on any in-warranty
repair visit.

If you experience a problem with your boiler
For any in or out of warranty repair, Baxi Customer Support is
on hand to help you. Call our award-winning team to arrange 
for one of our nationwide team of Gas Safe registered
engineers to visit.

If your product is in warranty, everything is free of charge, 
subject to our warranty terms and conditions. If it is out of
warranty, we can still help and offer a range of options you can
choose from to suit your needs.

Contact Baxi Customer Support 0344 871 1545

Opening hours
Monday - Friday, 8.00am - 6.00pm
Weekends and Bank Holidays, 8.30am - 2.00pm
Please note calls may be recorded for training and monitoring
purposes.

When contacting Baxi Customer Support, please have the
following information to hand:

• Boiler serial number. This can be found on the 
appliance.

• Proof of purchase if you do not have the boiler 
serial number.

Please note that for in-warranty repairs, our engineers will ask
to see your service history record, completed Benchmark
Checklist and details of your installer. These can all be found in
the installation and user manual.

Information Label
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8.0 ErP Information
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8.1       Product Fiche - Boiler Space Heaters

Product fiche for boiler space heaters

Seasonal space heating energy efficiency class

Rated heat output (Prated or Psup)

Seasonal space heating energy efficiency

Annual energy consumption

Sound power level LWA indoors

See
For specific precautions about assembling, installing and maintaining,
 consult the relevant section as detailed on the Contents page. 

kW

%

kWh
GJ

dB

A A A A

Potterton Promax SL Heat ErP 12 15 18 24 

12 15 18 24

91 91 92 92

10550 13187 15652 20870
38 47 56 75

38 46 49 52
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8.2       Package Fiche - Boilers

Package fiche for boilers indicating the space heating energy efficiency of the package

AD-3000743-01

%

1

‘I’

2

%+

3

%(             -  ‘I’  )  x  0.1  =   ±

4

%(‘III’  x              +            ‘IV’  x            )  x        0.9  x  (            /100)          x              =   +

                                                                 (1)

A* = 0.95, A = 0.91,
B = 0.86, C = 0.83,
D - G = 0.81

5

%(             -  ‘I’  )  x  ‘II’  =   +

6

%0.5  x                                     0.5  x                    =   -

54

<30%

G F E D C B A A
+

A
++

A
+++

%+  (50  x  ‘II’)  =    

7

7

%

 ecived ralos fo ehc fi morf 

  pmup taeh yratnemelppuS DNA noitubirtnoc raloS  

  noitubirtnoc raloS  

 dellatsni ecno ycneic fife ygrene lautca sti ot dnopserroc ton yam ehc fi siht ni rof dedivorp stcudorp fo egakcap eht fo ycneic fife ygrene ehT 
in a building, as this effi ciency is infl uenced by further factors such as heat loss in the distribution system and the dimensioning of the 
products in relation to building size and characteristics. 

  ? C°53 ta srettime taeh erutarepmet wol htiw dellatsni pmup taeh yratnemelppus dna relioB  

  egakcap fo ssalc ycneic fife ygrene gnitaeh ecaps lanosaeS  

  egakcap fo ycneic fife ygrene gnitaeh ecaps lanosaeS  

  RO  

 )% ni( ycneic fife ygrene gnitaeh ecaps lanosaeS   pmup taeh yratnemelppuS  

 gnitar knaT 

 ni( ycneic fife rotcelloC 
%) 

 )³m ni( emulov knaT  )²m ni( ezis rotcelloC 

 )% ni( ycneic fife ygrene gnitaeh ecaps lanosaeS   reliob yratnemelppuS  

 ,%5.1 = III ssalC ,%2 = II ssalC ,%1 = I ssalC 
Class IV = 2%, Class V = 3%, Class VI = 4%, 
Class VII = 3.5%, Class VIII = 5% 

  lortnoc erutarepmeT  

  reliob fo ycneic fife ygrene gnitaeh ecaps lanosaeS  

 59.0 esu ,A evoba si gnitar knat fI   )1( 

 eulav rellams tceles 

 pmup taeh fo ehc fi morf 

 pmup taeh fo ehc fi morf 

 reliob fo ehc fi morf 

 lortnoc erutarepmet fo ehc fi morf 

II The value of the seasonal space heating energy efficiency of the 
preferential space heater, expressed in %.

II The factor for weighting the heat output of preferential and supple
mentary heaters of a package as set out in the following table.
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8.2       Package Fiche - Boilers (cont)

Package efficiency

Temperature control X

Potterton Promax SL

%

Temperature control Y %

The value of the mathematical expression: 294/(11  Prated), 
whereby ‘Prated’ is related to the preferential space heater.
The value of the mathematical expression 115/(11  Prated), 
whereby ‘Prated’ is related to the preferential space heater.

Weighting of boilers

0 0 0

0.1 0.3 0.37

0.2 0.55 0.70

0.3 0.75 0.85

0.4 0.85 0.94

0.5 0.95 0.98

0.6 0.98 1.00

≥ 0.7 1.00 1.00

(1) The intermediate values are calculated by linear interpolation between the two adjacent values.
(2) Prated is related to the preferential space heater or combination heater.

III

IV

I

V

Psup / (Prated + Psup)(1)(2) II, package without hot water storage tank II, package with hot water storage tank

12 15 18 24
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If you smell gas

Do not operate light switches
Do not operate any electrical equipment
Do not use a telephone in the hazardous area
Extinguish any naked flame and do not smoke
Open windows and doors in the hazardous area
Turn off the gas supply at the meter
Warn any other occupants and vacate the premises
Telephone the National Gas Emergency Service on:-
0800 111 999

Faulty boiler

If it is known or suspected that a fault exists 
on the boiler, it must not be used until the fault 
has been corrected by a competent person.

Warning !
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Comp No 7647603 - 02 (10/16)

0086

Baxi Customer Support
0344 871 1545

Opening hours
Monday - Friday, 8.00am-6.00pm

Weekends and Bank Holidays, 8.30am-2.00pm

Please note calls may be recorded for training and monitoring purposes

baxi.co.uk

Register now to activate your warranty:

www.baxi.co.uk/registration

For the warranty to be maintained, please make sure...

Benchmark checklist is completed
Warranty is registered within 30 days
The boiler has an annual service

1

2

3

For full terms and conditions, visit www.baxi.co.uk/terms. Failure to adhere to
terms and conditions will void your manufacturer’s warranty.

Baxi
Brooks House,
Coventry Road,
Warwick, CV34 4LL

Please ensure the boiler is installed in accordance with these installation
instructions and that you adhere to the Building Regulations.

e&oe
All descriptions and illustrations provided in this document have been
carefully prepared but we reserve the right to make changes and
improvements in our products which may affect the accuracy of the
information contained in this leaflet. All goods are sold subject to our
standard Conditions of Sale which are available on request. part of



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


